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T echnical Document 

336 
(s ee detail below) AVENUE MF 1600-40 GHE 3S 

Dimensions ( mm) 

- combustion opening WxDxH: 

- external WxDxH: 

- diameter flue: 

TECHNICAL DATA 

1657x336x390 

1728x444x770 

\ll130/200 or 

(*) \ll100/150 

- Gascat: I2E+, I2E, I2H, I2L, I2ELL 
- ECOLABEL: B 
- lood input: 
- lood output: 
- efficiency capacity: 
- type of gas/pressure: 

- Gascat: I3B/P, 13+ 
- ECOLABEL: 
- lood input: 
- lood output: 
- efficiency capacity: 
- type of gas/pressure: 

- Appliance type: C11.C31.C91 

11.40kW 
9.50 kW 
83,3 % 
G20/G25 

B 

9,20 kW 
7,60 kW 
83,1 % 
G30/G31 

C12,C32,C42,C52,C82 
- Weight: 150 kg 
- Convection air inlel: min700cm2 14x(lj150) 
- Conveclion air outlet: min700cm2 14x(lj150) 

SPECIFICATIONS 
�-----------------------1 - Only available with ceramics wood logs 

Finishing should - lonization-protected pilot-flame 

stop here 6 - Radiographic remote controle with thermostatie mode 
- Inside finishing: heat-resistant black point 

Finishing - Gas/electrical connections at the lelt side 
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OPTIONS 
- interior finishing: ORIGINAL lribbed cast iron) 

JUUUL 
Standard lsteeD 

First aid and technica! support: 
- support!lmetalfire.eu 
- +32 (0)9 261 50 57 
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