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UNIQUE .

metalfire

Technical Document

Model: AVENUE L MF 1300-95 GHE 1S

Dimensions (mm)

- combustion opening WxH 1300 x 950

- gass door WxH 1300 x 980

- length of burner : 560

- exiernal WxDxH 1485 x 1580 x 625
#130/6200 or

(%) ©100/9150

- diameter flue:

Technical Data

- appliance type: C11/C31/CAN
- load: 14 kW
- efficiency capacity 80%

620/G25 20/25mBar

2E+, IZH, 12E, 12L
180kg

- type of gas/pressure:

- gascat
- weight
- Ar intake to convection : minmum 700 cmz[/.xmBD)

- Ar exhaus! from convection : minimum 700 cm?

(4x2180)

Specifications

- only avalable with ceramic wood logs
- ionizafion-protected pilot-flame
- confrol unit in the middle,

below the combustion chamber

- radiographic remote control with
thermostatic mode

- inside finishing: heal-resistant black paint
- fan for convection air

- gos/electrical connections at the left side
Options

- promat insulation kit

- interior finishing: ORIGINAL  (rbbed cast iron)
nnnnn

First aid and technical support:
- support@metalfire.eu
-+32 (09 261 50 57
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Without finishing frame
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Model: AVENUE L MF 1300-95 GHE 1S

Dimensions (mm)

- combustion opening WxH 1300 x 950

- gass door WxH 1300 x 980

- length of burner : 560

- exiernal WxDxH 1485 x 1580 x 625
®130/9200 or

(%) 9100/8150

- diameter flue:

Technical Data

- appliance type: C11/C31/C9H1

- load: 14 kW

- efficiency capacity 80%

- type of gas/pressure: 620/G25 20/25mBar
- gascat [2E+, I2H, 12E, 12L

- weight 180kg

? (4x180)
- Ar exhaus! from convection : minimum 700 cm?
(4x2180)

- Ar intake to convection : mnmum 700 cm

Specifications

- only avalable with ceramic wood logs
- ionizafion-protected pilot-flame
- confrol unit in the middle,

below the combustion chamber

- radiographic remote control with
thermostatic mode

- inside finishing: heal-resistant black paint
- fan for convection air

- gos/electrical connections at the left side
Options

- promat insulation kit

- interior finishing: ORIGINAL  (rbbed cast iron)
nnnnn

First aid and technical support:
- support@metalfire.eu
-+32 (09 261 50 57
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Model: AVENUE L MF 1300-95 GHE 1S

Dimensions (mm)

- combustion opening WxH 1300 x 950

- gass door WxH 1300 x 980

- length of burner : 560

- exiernal WxDxH 1485 x 15680 x 625
$130/9200 or

(%) 9100/9150

- diameter flue:

Technical Data

- appliance type: C1/C31/CAM
- load: 14 kW
- efficiency capacity 80%

G20/G25 20/25mBar

- gascat [2E+ I2H, 12E, 12L
- weight 180kg

- type of gas/pressure:

- Ar intake to convection : minmum 700 cmz[/.xmBD)
- Ar exhaus! from convection : minimum 700 cm?
(4x2180)

Specifications

- only avalable with ceramic wood logs
- ionizafion-protected pilot-flame
= confrol unit in the middle,
below the combustion chamber
- radiographic remote control with
thermostatic mode
- inside finishing: heal-resistant black paint
- fan for convection air
- gos/electrical connections at the left side
Options
- promat insulation kit

- interior finishing: ORIGINAL  (rbbed cast iron)
nnnnn

First aid and technical support:
- support@metalfire.eu
-+32 (09 261 50 57
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