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metalfire

Technical Document

ULTIME D MF 800-75 WHE 1S BBQ

Dimensions (mm)

- combustion opening WxH: 836x756

- external WxDxH: 1060x619%2061
- fresh air 2x$150

- diometer flue: $250
Technical Data

- capacity: 21.5kW

- efficiency capacity 80.1%

- CO (volume with 13%02) 0.08%

- dust (volume with 13%02) 30mg/m3

- weight: 435kg

- Ar intake to convection: minimum 7ZUcm2(Z.><r2)150)
- Ar exhaust fo convection: minmum 720cm?(4xa150)

Table: prescribed insulation thickness (mm)

Combustable finishing material

AIB|C|ID|E

Test report
(TC = 0.14 W/mK)

102|NC | 98 |133] 40

Metalfire recommended

(F’Trgm:ﬂso\fogﬂo%mm 60 |NC|60([80(25

Non-combustable finishing material

non-combustable

materials structural buiding itens 0 0 0 0 0
EXCLUDED eg. load bearing walls)

TC = thermal conductivity NC = non-combustable

First aid and technical support:
- support@metalfire.eu
-+32 (0)9 261 51 90
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i I / ULTIME D MF 800-75 WHE 1S BBQ
‘ XN ~ S Dimensions (mm)
g g © % - combustion opening WxH: 836x756
é g o\ % - external WxDxH: 1060x619x2061
M X o - fresh air 2x9150
O / / O g - diometer flue: #250
= > 5 .
X ‘ / o Technical Data
®) i g [ ! - copacity: 21.5kW
>- ’ i @ - efficiency capacity 80.1%
g : @ & - CO (volume with 13%02) 0.08%
! o\ < - dust (volume with 13%02) 30mg/m 3
o NS - weight: 435kg
i / > N - Ar intake to convection: minimum 720cm”(4x@150)
(. i g ~— - Ar exhaust fo convection: minmum 720cm?(4xa150)
= ‘ ] | f Alternative fresh
g ’ air inlet (2x @150)
CQ ﬁ Fresh air inlet ﬁ Fresh air inlet
(2x 9150) (2x ®150)
Alternative fresh air inlet Heated
(2x ©150) @ eared | ,
convection air
\

Table: prescribed insulation thickness (mm)

Do NOT place any
combustable materials

Combustable finishing material
in this zone

AIB|C|ID|E

Heated Metalfire recommended

convection air | Promasi 11001
(TC = 0,081 W/mK) 60 |NC|[60]80]|25

Q /’ S8R o 102|NC | 98 [133] 40

Non-combustable finishing material

non-combustable
materials structural buiding itens 0 0 0 0 0
TCg- thermal cgunducnva NC = non-combustable
First aid and technical support:
- support@metalfire.eu
-+32 (019 26151 90
/7] Combustable finishing material <_/Amb\em ar | scale 1:25 Riv
EZZ] Non-combustable finishing material "
‘ www.metalfire.eu EN 13229 | CE
Xy Insulation
General dmensional tolerances up 1o 6mm Sheet

Insulation fthickness => see fable Metalfre preserves the right fo modify specifications wilhout previous nolice 2/3
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TeYem
? é < ULTIME D MF 800-75 WHE 1S BBQ
% %
0 | %
0 - ! ; 7 - Dimensions (mm)
m N E g ;§'/é [ - combustion opening WxH: 836x756
S 856 (outside) X é g g - external WxDxH: 1060x619x2061
. S | g 324 - fresh air 2x$150
>D< 3 5 é é - diometer flue: $250
S % — WM
Dy — e m ‘ S g é Technical Data
| ] N ! é % — - copacity: 215kW
B Ny i ? - efficiency capacity 80.1%
B N a %
O 5 c g - CO (volume with 13%02) 0.08%
N o C < g N - dust (volume with 13%02) 30mg/m3
O = < . 0 - weight: 435kg
S N = | (N N 2
> N & é - Ar intake to convection: minimum 720cm”(4x@150)
... ~ é fVN m - Air exhaust to convection: minimum 720cm2(/.><|a150)
Alternative fresh é \PANP)
— air inlet (2x ®150) AN ? —
%
- —> /
y n T 11
e
m ﬁ
Fresh air inlet ﬁ Fresh air inlet
(2x ©150) (2x ®150)
Detail3 (2x 150

Alternative fresh air inlet @

Scale 110

Heated convection air
\

Table: prescribed insulation thickness (mm)

Combustable finishing material

AIB|C|ID|E

Heated G SR o 102|NC | 98 [133] 40

/’ convection air Metalfire recommended
Promasil 1100L
(TC = 0,081 W/mK) 60 |NC|60(80]25

Non-combustable finishing material

non-combustable

EZF Non-combustable finishing material "
. www.metalfire.eu EN 13229 | CE

Q) materials structural buiding itens 0 0 0 0 0
TCg- thermal cgunducnva NC = non-combustable
First aid and technical support:
- support@metalfire.eu
-+32 (09 261 51 90
/7] Combustable finishing material /\ / Ambient air scale 1:25 Ri\/

B

Xy [nsulation
General dmensional tolerances up 1o 6mm Sheet
Insulation thickness => see fable Metalfire preserves the right to modify specifications without previous nofice 3/3




